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500  PRELIMINARY STANDARD LAYOUT - 标准布局

发动机和速度 主要尺寸 技术数据

标配
2 x CUMMINS QSB 6.7发动机
额定功率550马力 / 404千瓦，
额定转速3300转/分钟

LOA=全长 (ISO 8666)

15.33米 – 50英尺4英寸

满载吃水深度

1.30米 – 4英尺3英寸

油箱容量

1400升 – 370美加仑

LH = 船体长 (ISO 8666)

13.85米 – 45英尺5英寸

水箱容量

600升 – 159美加仑

限载人数

12

型宽

4.29米 – 14英尺1英寸

设计等级

B级(2013/53/EU)

证书类型

B + F + Aa (噪音排放)
IMCI 国际海海洋认证研究所

Naval & technical design: Ferrettigroup Engineering Department. Exterior design: Ferretti Group in collaboration with Arch. Filippo Salvetti. Interior design: Ferretti Group in collaborazione con IDEAEITALIA ARCHITETTI.
船舶技术设计：法拉帝集团工程部。外观设计：法拉帝集团与建筑师Filippo Salvetti。室内设计：法拉帝集团与IDEAEITALIA ARCHITETTI工作室。

2 cabins + 2 bathrooms 
(standard version)

2客舱+2卫浴
(标准版本)

3 cabins + 2 bathrooms 
(optional version)

3客舱+2卫浴
(选配版本)

ENGINES
AND SPEED

MAIN
SIZES

TECHNICAL
DATA

STD
2 x CUMMINS QSB 6.7
Power 550 mhp / 404 kW
at 3300 rpm

LOA = Overall Length standard 
ISO 8666

15,33 m - 50 ft. 4 in.

Depth under propellers
(boat fully laden)

1,30 m - 4 ft. 3 in.

Fuel tank
capacity

1400 l - 370 US Gals.

LH = Hull length standard
ISO 8666

13,85 m - 45 ft. 5 in.

Water tanks
capacity

600 l - 159 US Gals.

Maximum number
of people on board

12

Maximum
beam

4,29 m - 14 ft. 1 in.

Design
category

B (2013/53/EU)

Certification
modules

B + F + Aa (Sound Emission) IMCI


